DESCRIPTION OF CONSTRUCTED AREA

Standard Tile Half Tile 1/2 Ending Left Siding Right Siding
(Valley Tile)

1 3 2 5

Circular Ridge.

13.35pcs./sq.m.  3.0kg/pc. 3.0pes./l.m. 3.0kglpe. 3pesfim. 2.Tkglpe. 3.0pcs./lim. 3.0kgipc. 3.0pes./l.m. 3.0kglpe.

2.5pesfim.  3.0kglpc

Circular Ridge End
| 7 Seg a Standard Tile

Metal Eave Enclosure (Patterns A & B)

G.l. Corrugated Undersheeting

———= 2 pcs. 1'x 2" Horizontal Wood Batten

- 1" x 2" Vertical Wood Batten




CONSTRUCTION DETARIL WITH ALUMINUM FOIL UNDERSHEETING
(Minimum Pitch of 35°]

FRONT ELEVATION DETAIL

Segova Sandard Tie e 3 - - € 7 x 7 Horrontal Batten
Z Coppor Nal G.1. Nad . @ Aluminum Foll Undershooting
# Gl Plain End Fashing Rafhor @
Lot Sidng Right Sedng &

SegovianHat Tie @

VALLEY GUTTER DETAILS TOP RIDGE DETAILS

Raflor ¢ , ® Sagova Standard Tk
|
\—& Segovia Standard Tile
7 - Fol/ tnsuiation ‘ & 7 x 7 Horzontal Baten
Rafr @ : y

@ 7 x 2 Hortzontal Batler

® Foll Insulation

® G|, Vialoy Gutior Sagova Croular Ridge o . # G 1L Ridoe Rol

Z x Z Diagonal Baben ¢

iy Thos @

GUTTER DETAILS

Sogovia Standard Tio &
Foll Insulaton @

Zx Z Horzontal Baten @

"% 3" Horlzontal Batien @

Fascia Board @




CONSTRUCTION DETAIL WITH CORRUGATED G.1. UNDERSHEETING
(Minimum Pitch of 17°]

FRONT ELEVATION DETAIL

@ 17 x 2" Horizontal Batten
® 1" x 2" Vertical Batten

-® Comugated G.I. Undersheeting
Right Siding

Segovia Standard Tiles

2" Copper Nalll 2° G.I. Imported Mail
@ G.|. Plain End Flashing

Lo Siding 4+ g G, Strap with
Tex

VALLEY GUTTER DETAILS

1"x 2 Horizontal Batten
Rafter
1°x 2" Diagonal Batten ———
Valley Ties ¢—mMMmm

1"% 2” Vertical Batten ¢—
Truss/ King Post

17" x 2" Vertical Batten

G.1. Comugated
Undersheeting

—& Puriin

—@ 1" x 2" Horizontal Battens
"xZ |
Standard Tio 1"x 2" Horizontal Batten @——
Fascia Board 2pcs. 1" x 2" Horizontal Batten

GLG Fascia Board e

2 pes. 1" 2" Horizontal Metal Eaves (optional)
pcs. 1" 2" Horizontal Batten B-Patiem @
A-Pattem o




